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INSTRUCTIONS: Romex Rompox “Profi-Easy” Permeable Paver Jointing Mortar 

PRECAUTIONS 

• EPOXY and EPOXY HARDENER: Romex Rompox “PROFI-EASY” comes as a label-wrapped unit 
of 1 x bottle of epoxy resin and 1 x bottle of epoxy hardener/activator. Use adequate and 
appropriate PPE and follow the correct Exposure Control Requirements as per WCB 
requirements, including but not limited to EYE PROTECTION, GLOVES, and LONG-SLEEVED 
SHIRTS AND PANTS. Consult with your Site Safety Supervisor or equivalent PRIOR TO USE.  
 

• SILICA SAND: Romex Rompox “PROFI-EASY” is mixed with silica sand to make paver jointing 
mortar. Use adequate and appropriate PPE and follow the correct Exposure Control 
Requirements as per WCB requirements, including but not limited to an appropriate 
BREATHING RESPIRATOR, EYE PROTECTION, GLOVES, and LONG-SLEEVED SHIRTS AND PANTS. 
Consult with your Site Safety Supervisor or equivalent PRIOR TO USE.  
 

HOW TO MIX 

Each “set” or mix requires the following (multiple sets can be done depending on size of the mixer): 

• 1 x bag of Romex silica sand filler component  
• 1 x unit of Romex Rompox PROFI-EASY (1 x bottle resin)  

 
1. In a mixing bucket, pour in one full bag of Romex silica sand.  
2. Remove the lid from the bottle and empty the full bottle into the mixer.  

a. TIP: Get as much fluid out of the bottle as possible to (a) maximize the product use, (b) 
maintain consistency mix to mix and (c) help prepare them for disposal.  

3. With a drill paddle mixer, mix for five (5) minutes or until a smooth consistency is achieved.  
a. NOTE: do NOT use a gravity mixer for mixing Profi-Easy.  

4. Place the lid securely back on the bottle. It can go to plastics recycling.  
5. Romex Profi-Easy Paver Jointing Mortar is now ready for installation.  

 

INSTALLATION of “PROFI-EASY” PAVER JOINTING MORTAR 

SITE PREP 

• Ensure site is prepped accordingly – read also “Contractor Pre-Install Site Checklist”. 
• Summary – all joints must be cleared of any and all debris. Surface of pavers must be washed 

and cleaned of any impurities. 
• IMPORTANT: Areas or walls adjacent to where the paving will be grouted must be protected / 

taped off to prevent the jointing mortar leaving a visible resin film on their surface. 
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APPLICATION 

1. IMPORTANT: PRE-WET THE SURFACE. Use a light spray. Cover entire surface thoroughly but not 
so much that the joints are filled with water. Hotter days require more pre-wetting. 

2. Pour mixed jointing mortar on to the surface into 3-4 piles within the target area to be grouted. 
3. Using a squeegee, work the mortar across the entire surface and into the joints. 
4. Let the wet jointing mortar slide down and in to the joints to fill them completely.  
5. Spray the entire surface with a light spray of water to facilitate compaction. 
6. Complete a second pass with more mortar to ensure a complete joint fill. 
7. When the joints are completely filled, use the squeegee at a 45 degree angle to the joints and 

work to remove as much of the excess material as is reasonably possible from the surface.  
8. IMPORTANT: ensure that wet jointing mortar mix is worked across the entire stone surface, to 

every corner (not just where there are joints) to create a uniform looking finish.  
9. In cases where the weather is warmer (or the joints are tighter), the jointing mortar can be 

lightly sprayed with water to increase its workability and allow it to better flow into the joints. 

CLEANING OFF 

10. The mix continues to ‘set up’ as time goes forward. After about 20 minutes, it will be ready for 
cleaning off. Use a flat, stiff-bristled broom to sweep the excess mix off the surface.  

• PRO-TIP: The mix is ready for cleaning when no white streaks appear while sweeping. It should 
act ‘like moist wood dust off a workbench’. On a 20o Celsius day the mix is ready for sweeping 
after about 20 minutes. On hotter days, it sets up faster. On cooler days, it sets up slower.  

• IMPORTANT: always sweep diagonally (45 degrees) to the joint.  Very little pressure should be 
applied to the broom. This avoids the bristles ‘digging’ the mortar mix out of the joints.  

11. After the stiff broom, follow the same procedure with the soft-bristled broom. Done!  
• IMPORTANT: A micro-thin film of resin and a few grains of sand will remain on the surface after 

curing. Both will come off with traffic and weathering, usually within a few months, depending 
on porosity of the paver. The resin film is guaranteed to wear off naturally within 12 months.   

IMPORTANT ADDITIONAL NOTES 

• Do not allow pedestrian or vehicular traffic for 24 hours after installation.  
• If persistent or heavy rain is forecast, the surface must be covered for minimum 6 hours 

following install, but do not apply cover directly to surface, it must allow for air flow. 
• Application surface temperature must be between 5o - 30o Celsius; FOLLOW WEATHER 

PARAMETERS AND IF YOU ARE UNSURE PLEASE CONTACT YOUR ROMEX REP PRIOR TO 
INSTALLATION.  


